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1
APPARATUS AND METHOD FOR
CONTROLLING A VIDEO

PRIORITY

This application claims the benefit under 35 U.S.C. §119
(a) of a Korean patent application filed on Aug. 29,2012 in the
Korean Intellectual Property Office and assigned Serial No.
10-2012-0094654, the entire disclosure of which is hereby
incorporated by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to an apparatus and a method
for controlling a video. More particularly, the present inven-
tion relates to an apparatus and a method for controlling a
video in a terminal which may control a video being repro-
duced in an external device without a delay.

2. Description of the Related Art

A video stored in a terminal can be transmitted in real time
to an external device, and the video may be output and repro-
duced. For example, a video stored in a terminal may be
transmitted in real time to a television (TV) which is con-
nected to the terminal and the TV may output and reproduce
the video.

In particular, rather than transmitting the video to the exter-
nal device connected to the terminal, a mirroring function
may be performed in which the current terminal screen data
itself is transmitted to the external device.

When the mirroring function is performed on the external
device connected to the terminal (e.g. when the mirroring
function is performed between the terminal and the external
device connected thereto), the terminal captures a current
screen of the terminal after the external device is connected
thereto and adds PTS time to data corresponding to the cap-
tured current screen to be transmitted to the external device in
real time. The PTS corresponds to a certain time value which
increases after the terminal is connected to the external
device.

If reproduction of a video is selected from the terminal
while the terminal provides to the external device the data
corresponding to the current screen, to which the PTS is
added, the terminal reproduces the video based on a times-
tamp of the video and captures the current screen of the
terminal which reproduces the video to be transmitted to the
external device in real time.

According to the related art, when a search command
occurs in the terminal, the terminal performs the search com-
mand based on the timestamp of the video. In contrast, the
external device performs the search command based on the
PTS. As a result, synchronization between the terminal and
the external device is difficult. Therefore, a delay between the
external device and the terminal occurs.

Therefore, a need exists for an apparatus and a method for
controlling a video in a terminal which may control a video
being reproduced in an external device without a delay.

The above information is presented as background infor-
mation only to assist with an understanding of the present
disclosure. No determination has been made, and no assertion
is made, as to whether any of the above might be applicable as
prior art with regard to the present invention.

SUMMARY OF THE INVENTION

Aspects of the present invention are to address at least the
above-mentioned problems and/or disadvantages and to pro-
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vide at least the advantages described below. Accordingly, an
aspect of the present invention is to provide an apparatus and
a method for controlling a video in a terminal which may
control a video being reproduced in an external device with-
out a delay.

Another aspect of the present invention is to provide a
control apparatus and a control method in which a terminal
controls a buffer of an external device while the same video is
reproduced in the terminal and the external device such that a
control of the video being reproduced in the terminal may be
performed in the external device without a delay.

Another aspect of the present invention is to provide a
control apparatus and a control method in which a control of
avideo being reproduced in the terminal may be performed in
an external device without a delay during when a mirroring
function is performed in which the terminal which reproduces
the video provides the screen data itselfto the external device
being connected in real time.

In accordance with another aspect of the present invention,
a system for controlling a video is provided. The system for
controlling a video includes a terminal which transmits a
flush command to an external device to delete buffered data in
a buffer of the external device when a search command for
moving to a location of specific data of a video is generated
while data of the video is streamed to the external device and
which then transmits to the external device the specific data
located in relation to the search command, and an external
device which deletes the buffered data in the buffer when the
flush command is received from the terminal while a video
received from the terminal in streaming is reproduced, and
which buffers the specific data of the video received from the
terminal in the buffer to be output.

In accordance with another aspect of the present invention,
an apparatus for controlling a video in a terminal is provided.
The apparatus for controlling a video includes an input unit
which receives a command for controlling an external device,
and a streaming server which transmits a flush command to
the external device to delete buffered data in a buffer of the
external device when a search command for moving to a
location of specific data of a video is generated while the
terminal is connected to the external device and data of the
video is streamed to the external device and which then trans-
mits to the external device the specific data of the video
located in relation to the search command.

In accordance with another aspect of the present invention,
an apparatus for controlling a video in an external device is
provided. The apparatus for controlling a video in an external
device includes a streaming client which deletes buffered data
in a buffer when a flush command is received from a terminal
while the streaming client is connected to the terminal and
reproduces a streamed video received from the terminal and
which streams a video received from the terminal and buffers
specific data of the video received from the terminal in the
buffer, and a reproduction unit which outputs the specific data
of the video buffered in the buffer to the external device.

In accordance with another aspect of the present invention,
a method of controlling a video is provided. The method of
controlling a video includes streaming, by a terminal, data of
a video to an external device, when a search command for
moving to a location of specific data of the video is generated
while the data of the video is streamed to the external device,
transmitting, by the terminal, a flush command to the external
device to delete buffered data in a buffer of the external
device, and when the external device receives the flush com-
mand from the terminal, deleting the buffered data in the
buffer, and when the external device receives specific data of
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the video located in relation to the search command, buffering
the specific data in the buffer to be output.

In accordance with another aspect of the present invention,
a method of controlling a video in a terminal is provided. The
method of controlling a video includes connecting, by the
terminal, to an external device, transmitting data of the video
to the connected external device in streaming, when a search
command for moving to a location of specific data of the
video is generated while the data of the video is transmitted to
the external device, transmitting a flush command to the
external device to delete buffered data in a buffer of the
external device, and when the terminal receives a delete
completion message from the external device, transmitting to
the external device the specific data of the video located in
relation to the search command.

In accordance with another aspect of the present invention,
a method of controlling a video in an external device is
provided. The method of controlling a video includes con-
necting, by the external device, to a terminal, reproducing, by
the external device, a video streamed from the connected
terminal, and when the external device receives a flush com-
mand from the terminal while the received video is repro-
duced, deleting buffered data in a buffer, buffering specific
data received from the terminal in the buffer, and outputting
the buffered specific data.

Other aspects, advantages, and salient features of the
invention will become apparent to those skilled in the art from
the following detailed description, which, taken in conjunc-
tion with the annexed drawings, discloses exemplary embodi-
ments of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other aspects, features, and advantages of
certain exemplary embodiments of the present invention will
be more apparent from the following description taken in
conjunction with the accompanying drawings, in which:

FIG. 1 is a view illustrating a connection between a termi-
nal and a plurality of external devices according to an exem-
plary embodiment of the present invention;

FIG. 2A is a configuration view of a terminal and an exter-
nal device according to an exemplary embodiment of the
present invention;

FIG. 2B is a configuration view of a terminal, a connection
apparatus, and an external device according to an exemplary
embodiment of the present invention;

FIG. 3 is a flow chart illustrating a connection process
between a terminal and an external device according to an
exemplary embodiment of the present invention;

FIG. 4 is a flow chart illustrating a process of performing a
search command between a terminal and an external device
according to a first exemplary embodiment of the present
invention; and

FIG. 5 is a flow chart illustrating a process of performing a
search command between a terminal and an external device
according to a second exemplary embodiment of the present
invention.

Throughout the drawings, it should be noted that like ref-
erence numbers are used to depict the same or similar ele-
ments, features, and structures.

DETAILED DESCRIPTION OF EXEMPLARY
EMBODIMENTS

The following description with reference to the accompa-
nying drawings is provided to assist in a comprehensive
understanding of exemplary embodiments of the present
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invention as defined by the claims and their equivalents. It
includes various specific details to assist in that understanding
but these are to be regarded as merely exemplary. Accord-
ingly, those of ordinary skill in the art will recognize that
various changes and modifications of the embodiments
described herein can be made without departing from the
scope and spirit of the invention. In addition, descriptions of
well-known functions and constructions may be omitted for
clarity and conciseness.

The terms and words used in the following description and
claims are not limited to the bibliographical meanings, but,
are merely used by the inventor to enable a clear and consis-
tent understanding of the invention. Accordingly, it should be
apparent to those skilled in the art that the following descrip-
tion of exemplary embodiments of the present invention is
provided for illustration purpose only and not for the purpose
of limiting the invention as defined by the appended claims
and their equivalents.

It is to be understood that the singular forms “a,” “an,” and
“the” include plural referents unless the context clearly dic-
tates otherwise. Thus, for example, reference to “a compo-
nent surface” includes reference to one or more of such sur-
faces.

A terminal according to an exemplary embodiment of the
present invention includes a portable terminal and a station-
ary terminal. The portable terminal may be a mobile elec-
tronic device which is easy to carry and may be a video phone,
a portable phone, a smart phone, an international mobile
telecommunication 2000 (IMT-2000) terminal, a Wideband
Code Division Multiple Access (WCDMA) terminal, a Uni-
versal Mobile Telecommunication Service (UMTS) terminal,
a Personal Digital Assistant (PDA), a Portable Multimedia
Player (PMP), a Digital Multimedia Broadcasting (DMB)
terminal, an E-Book, a portable computer such as a laptop or
atablet, a digital camera, and the like. The stationary terminal
may be a desktop personal computer, a gaming terminal (or
console), and the like.

According to exemplary embodiments of the present
invention, an external device includes any type of device such
as a television (TV), a personal computer (PC), an external
display device, and the like, which can be connected to the
terminal to be capable of transmitting and receiving data and
commands to/from the terminal and outputting image data
(stationary image and video) received from the terminal.

According to exemplary embodiments of the present
invention, the external device may include only a configura-
tion (e.g., a display unit and a speaker) for outputting a data.
In this case, the external device may be connected to a sepa-
rate connection apparatus including a receiving unit for
receiving data and a reproduction unit for reproducing data.
Therefore, when the external device is connected to the con-
nection apparatus and the connection apparatus is connected
to the terminal, the connection apparatus receives data from
the terminal through the receiving unit and performs repro-
duction of the data through the reproduction unit to be trans-
mitted to the external device, and the external device may
output data received from the terminal through the display
unit and the speaker.

FIG. 1 is a view illustrating a connection between a termi-
nal and a plurality of external devices according to an exem-
plary embodiment of the present invention. FIG. 2A is a
configuration view of a terminal and an external device
according to an exemplary embodiment of the present inven-
tion. FIG. 2B is a configuration view of a terminal, a connec-
tion apparatus, and an external device according to an exem-
plary embodiment of the present invention.
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Referring to FIG. 1, a terminal 100 may connected to a
plurality of external devices 200. For example, the terminal
100 may be connected to at least one of the plurality of
external devices 200 (e.g., 200-1 to 200-N) through Wi-Fi
Peer-to-Peer (Wi-Fi P2P) or Wi-Fi direct communication
without an Access Point (AP). The terminal 100 may be
directly connected to the at least one of the plurality of exter-
nal devices 200 (e.g., 200-1 to 200-N).

In a case of Wi-Fi P2P communication, 1:1 connection as
well as 1:N connection are possible. Therefore, the terminal
100 equipped with a Wi-Fi P2P communication module may
be connected to a plurality of external devices 200-1~200-N
equipped with the Wi-Fi P2P communication module to pro-
vide a mirroring function in which screen data itself of the
terminal 100 are transmitted to the plurality of the external
devices 200-1~200-N in real time.

Referring to FIG. 2A, a configuration of the terminal 100
and a specific external device 200 among the plurality of
external devices 200-1~2001-N will be described. The con-
figuration of the specific external device 200 shown in FIG.
2A may be similar to the configuration of the plurality of
external devices 200-1~2001-N.

The terminal 100 includes an input unit 101, a reproduction
unit 102, a display unit 103, a video/audio rendering unit 104,
a video/audio capturing unit 105, a synthesis unit (not
shown), a streaming server 106, and a communication unit
107.

The input unit 101 includes keys for entering number and
character information and function keys for setting various
functions.

The input unit 101 receives a command for controlling the
external device 200 and a command for controlling the video
which is being reproduced by the external device 200.

When the reproduction of a video saved in a memory (not
shown) of the terminal or downloaded is selected, the repro-
duction unit 102 reproduces the selected video based on the
timestamp and outputs video data of the video to the display
unit 103 and audio data of the video to a speaker (not shown)
of'the terminal. For example, the reproduction unit 102 repro-
duces the video based on the timestamp and, at the same time,
outputs the video data to the display unit and the audio data to
the speaker.

The video/audio rendering unit 104 renders video data
corresponding to the current screen of the display unit 103 to
be output to the external device 200 and renders audio data
corresponding to the video data to be transmitted to the video/
audio capturing unit 105. As an example, the current screen of
the display unit 103 may be a standby screen, a screen for
performing a specific function, a screen for reproducing a
video, or the like.

The video/audio capturing unit 105 respectively captures
the rendered video and audio data received from the video/
audio rendering unit 104 to be transmitted to the synthesis
unit.

The synthesis unit synthesizes the captured video data and
audio data as a single data to be transmitted to the streaming
server 106.

According to exemplary embodiments of the present
invention, the streaming server 106 controls an overall opera-
tion of the terminal 100.

While the streaming server 106 is connected to the external
device 200 through the communication unit 107, the stream-
ing server 106 transmits the video data received from the
synthesis unit to the external device 200 in streaming. When
the search command for moving (e.g., advancing) to a loca-
tion of specific data of the video occurs through the input unit
101 while the video is streamed to the external device 200, a
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flush command is transmitted to the external device 200 to
delete buffered data in a buffer of the external device 200 and
specific data of the video of which location is specified in the
search command is transmitted to the external device through
the communication unit 107.

When the search command is generated, the streaming
server 106 transmits a flush reproducing command to the
external device 200. Thereafter, when a delete completion
message is received from the external device 200, the stream-
ing server streams data of the video to the external device 200
from the specific data corresponding to the moved location
according to the search command.

When the terminal 100 is in a pause state in which video
data is not transmitted to the external device 200, the stream-
ing server 106 transmits a flush pause command when the
search command occurs in the terminal 100. Thereafter, when
the delete completion message is received from the external
device 200, only specific video data corresponding to the
moved location according to the search command are trans-
mitted to the external device 200 such that the specific data is
displayed as the pause data in the external device 200.

According to exemplary embodiments of the present
invention, the external device 200 may include a communi-
cation unit 201, a streaming client 202, a buffer 203, a repro-
duction unit 204, a display unit 205, and a speaker 206.

According to exemplary embodiments of the present
invention, the communication unit 107 may correspond to a
Wi-Fi P2P communication module which is directly con-
nected to the communication unit 201 of the external device
200 and which transmits and receives data and commands
between the terminal 100 and the external device 200.

According to exemplary embodiments of the present
invention, the communication unit 201 may correspond to a
Wi-Fi P2P communication module which is directly con-
nected through the communication unit 107 of the terminal
100 and which transmits and receives data and commands
between the external device 200 and the terminal 100.

According to exemplary embodiments of the present
invention, the streaming client 202 may control an overall
operation of the external device 200.

The streaming client 202 is connected to the terminal
device 100 through the communication unit 201 and, upon
receipt of the streamed video data from the terminal 100 while
the streaming client 202 is connected to the terminal 100, the
streaming client 202 buffers the video data sequentially to the
buffer 203 such that the buffered data in the buffer 203 are
sequentially output to the display unit 205 and the speaker
206, thereby reproducing the video received from the termi-
nal device 100 in the external device 200.

When the flush command is received from the terminal 100
while the video is reproduced in the external device 200, all
the buffered data in the buffer 203 is deleted, the specific
video data received from the terminal 100 is buffered in the
buffer 203, and the video data of the specific data buffered in
the buffer 203 is synchronized to the audio data thereof
through the reproduction unit 204 to be output to the display
unit 205 and the speaker 206.

When the flush reproducing command is received from the
terminal 100 through the communication unit 201, the
streaming client 202 deletes the buffered data in the buffer
203 and transmits the delete completion message to the ter-
minal 100. Thereafter, the terminal 100 sequentially buffers
the video data, streamed from the specific data, in the buffer
203. After a predetermined period of time, the terminal 100
synchronizes the video data and the audio data of the buffered
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data in the buffer 203 through the reproduction unit 203 to be
respectively output to the display unit 205 and the speaker
206.

The buffer 203 may be a jitter buffer. The data received
from the terminal 100 through the communication unit 201 is
buffered and the buffered data in the buffer 203 is respectively
output to the display unit 205 and the speaker 206 through the
reproduction unit 204 after a certain period of time.

The reproduction unit 204 synchronizes the video data and
the audio data of the buffered data in the buffer 203 and
respectively outputs the synchronized video data and audio
data to the display unit 205 and the speaker 206.

When the external device 200 includes only the display
unit 205 and the speaker 206 capable of outputting the video
output, the external device 200 may output the video received
from the terminal 100 through a separate connection appara-
tus.

Referring to FIG. 2B, the terminal 100 is directly con-
nected to a separate connection apparatus 250 which is con-
nected to the external device 200 in the Wi-Fi P2P commu-
nication so as to transmit and receive data and commands
with the connection apparatus 250. The functions of elements
of the terminal 100 are the same as those of the terminal 100
illustrated in FIG. 2A except that the terminal 100 is con-
nected to the connection apparatus 250 to transmit and
receive data and commands, and thus, the description thereof
will be omitted.

The connection apparatus 250 includes a communication
unit 251, a streaming client 252, a buffer 253, a reproduction
unit 254, and a connection unit (not shown) that may be wire
or wirelessly connected to the external device 200.

According to exemplary embodiments of the present
invention, the communication unit 251 may be a Wi-Fi P2P
communication module which is directly connected to the
terminal 100 through the communication unit 107 to transmit
and receive data and commands between the connection
apparatus 250 and the terminal 100.

The streaming client 252 controls the overall operation of
the connection apparatus 250. The streaming client 252 is
connected to the terminal 100 through the communication
unit 251, and upon receipt of the streamed video data from the
terminal 100 while being connected to the terminal 100, the
streaming client 252 sequentially buffers the video data to the
buffer 253 and sequentially outputs the buffered data in the
buffer 253 to the external device 200 to reproduce the video
transmitted from the terminal 100 in the external device.

When the flush command is received from the terminal 100
while outputting the video received from the terminal 100 to
the external device 200, all buffered data in the buffer 253 is
deleted, specific data of the video received from the terminal
100 is buffered in the buffer 253, and the video data and the
audio data of the specific data buffered in the buffer 253 are
synchronized through the reproduction unit 253 to be output
to the external device 200.

When the flush reproducing command of the flush com-
mand is received from the terminal 100 through the commu-
nication unit 251, the streaming client 252 deletes all buffered
data in the buffer 253 and transmits the delete completion
message to the terminal 100. Thereafter, the streaming client
sequentially buffers the video data transmitted in streaming
from the specific data in the terminal 100 and, after a prede-
termined period of time, synchronizes the video data and the
audio data buffered in the buffer 253 through the reproduction
unit 253 to be output to the external device 200.

The buffer 253 may be a jitter buffer. The data received
from the terminal 100 through the communication unit 251 is
buffered. After a predetermined period of time, the buffered
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data in the buffer 253 are reproduced through the reproduc-
tion unit 254 to be output to the external device 200.

The reproduction unit 254 synchronizes the video data and
the audio data of the video buffered in the buffer 253 to be
output to the external device 200.

The external device 200 includes the display unit 205, the
speaker 206, and a connecting unit (not shown) which may be
connected via a wire or wirelessly to the connection apparatus
250.

When the external device 200 is connected to the separate
connection apparatus 250, the external device 200 may output
and reproduce the video received through the connection
apparatus 250 respectively to the display unit 205 and the
speaker 206 or may display pause data on the display unit 205.

FIG. 3 is a flow chart illustrating a connection process
between a terminal and an external device according to an
exemplary embodiment of the present invention. FIG. 4 is a
flow chart illustrating a process of performing a search com-
mand between a terminal and an external device according to
afirst exemplary embodiment of the present invention. FIG. 5
is a flow chart illustrating a process of performing a search
command between a terminal and an external device accord-
ing to a second exemplary embodiment of the present inven-
tion.

Referring to FIGS. 3 to 5, an operation of controlling a
video being reproduced by the external device in the terminal
while the terminal device configured as shown in FIG. 2A and
the external device are connected to each other will be
described in detail.

In FIGS. 3 to 5, an example of a connection between the
terminal and the external device as illustrated in FIG. 2A is
described. However, when the terminal is connected to the
external device through the separate connection apparatus as
shown in F1G. 2B, a control operation of the video reproduced
by the external device may be performed in the terminal in the
same manner through the separate connection apparatus.

Referring to FIG. 3, in step 301, the terminal 100 and the
external device 200 are connected to each other in the Wi-Fi
P2P communication through the communication unit 107 of
the terminal 100 and the communication unit 201 of the
external device 200.

In step 302, the terminal 100 and the external device 200
perform a display session negotiation process through which
the external device 200 transmits display resolution informa-
tion and audio/video codec information used in the external
device to the terminal 100.

Upon receipt of the display resolution information and the
audio/video codec information used in the external device
200, the terminal 100 performs step 303 in which a display
session setup is performed with respect to the external device
200.

In step 304, the terminal 100 transmits the video data
corresponding to the current screen of the display unit 103 to
the external device 200 in real time and the PTS time value is
increased and added to the video data transmitted in real time
to the external device 200.

In step 305, the external device 200 outputs the video data
received from the terminal 100 on the display unit 205. For
example, when corresponding audio data is received together
with the video data in step 304, the external device 200
displays the video data on the display unit 205 and outputs the
received audio data through the speaker 206.

While the terminal 100 transmits the video data corre-
sponding to the current screen being displayed on the display
unit 103 of the terminal 100 to the external device in real time,
if reproduction of a video is selected by a user in the terminal
100, the terminal 100 reproduces the selected video based on
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the timestamp in step 306. At the same time, when the termi-
nal 100 transmits the video being reproduced in the terminal
device in step 307 to the external device 200, and the external
device 200 proceeds to step 308 in which the video streamed
from the terminal 100 is reproduced in the external device
200.

While the video reproduced in the terminal 100 is streamed
to the external device 200 to be reproduced in the external
device 200, when a control command for the video being
reproduced is generated in the terminal 100 in step 309, the
terminal 100 transmits the control command for the video to
the external device 200 in step 310. The external device 200
performs step 311 in which the reproduced video is controlled
according to the received control command for the video.

The control command of the video transmitted from the
terminal 100 to the external device 200 includes commands
such as pause, stop, fast forward, and rewind as well as a flush
command (flush reproducing command or flush pause com-
mand) in accordance with generation of the search command.

A process of performing the search command between the
terminal 100 and the external device while reproducing the
video in steps 306 to 311 is described in detail with reference
to FIGS. 4 and 5.

In step 312, the session connection between the terminal
100 and the external device 200 is disconnected.

When a session connection between the terminal 100 and
the external device 200 is disconnected in step 312, step 313
is performed in which the Wi-Fi connection between the
terminal 100 and the external device 200 is disconnected.

Referring to FI1G. 4, when a reproduction command for the
video is generated in the terminal 100 by a user 300 in step
401, the terminal 100 performs step 402 in which a reproduc-
tion trigger signal is transmitted to the external device 200 to
request the reproduction command to be generated.

In step 403, the external device 200, which receives the
reproduction trigger signal from the terminal 100, transmits
the reproduction command to the terminal 100.

In step 404, the terminal 100, which receives the reproduc-
tion command from the external device 200, transmits a
response message in relation to the reproduction command.
The terminal transmits the response message to the external
device 200.

In step 405, the terminal 100 performs reproduction of the
video selected by the user. At the same time as reproducing
the video selected by the user, the terminal 100 performs step
406 in which data of the video is streamed to the external
device 200.

In step 407, the external device 200 sequentially buffers the
data of the received video in the buffer 203 and, after a
predetermined period of time, the video data and the audio
data of the data are synchronized to be respectively output to
the display unit 205 and the speaker 206 of the external device
to reproduce the video.

The video data output to the display unit 205 of the external
device is data represented on a screen of the terminal 100
which reproduces the video.

In step 408, when the search command is generated by the
user 300 in the terminal 100 while the video is being repro-
duced in the terminal 100 and the external device 200 at the
same time, the terminal 100 proceeds to step 409 in which the
flush reproduction command is transmitted to the external
device 200.

For example, while the video is reproduced in the terminal
100, a progress bar showing progress of the video reproduc-
tion may be displayed on the display unit of the terminal 100
and, when the user randomly moves the progress bar to a
specific location, the search command may be generated.
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In step 410, the terminal performs a search in accordance
with the generated search command. In step 411, the external
device 200, which receives the flush reproducing command,
deletes data buffered in the buffer 203 (e.g., data that has not
yet been output).

In step 412, the external device 200 transmits the delete
completion message to the terminal 100 after the external
device 200 has deleted all the buffered data from the buffer
203.

In step 413, the terminal 100, which receives the delete
completion message from the external device 200, repro-
duces the data from the specific data of the video correspond-
ing to a searched location according to the search command.
At the same time as reproducing the data from the specific
data ofthe video corresponding to a searched location accord-
ing to the search command, in step 414 the terminal 100
transmits data of the video from the specific data in streaming.

In step 415, the external device 200 sequentially buffers, in
the buffer 203, data of the video received from the specific
data in streaming. In step 416, the external device 200 syn-
chronizes and sequentially outputs the video data and the
audio data of the data buffered in the buffer 203.

Referring to FIG. 5, when the video reproducing command
is generated in the terminal 100 by the user 300, the terminal
100 transmits the reproduction trigger signal to the external
device 200 to request generation of the reproduction com-
mand.

The external device 200, which receives the reproduction
trigger signal from the terminal 100, transmits the reproduc-
tion command to the terminal 100 and the terminal 100,
which receives the reproduction command from the external
device 200, transmits the response message thereof. In addi-
tion, the terminal 100 performs reproduction of the video
selected by the user and, at the same time, streams data of the
video to the external device 200.

The external device 200 sequentially buffers data of the
received video in the buffer 203 and, after a predetermined
period of time, synchronizes the video data and the audio data
of'the data to be respectively output to the display unit 205 and
the speaker 206 of the external device. The video data output
to the display unit 205 of the external device is data repre-
senting a screen of the terminal 100 which reproduces the
video.

In step 501, the user 300 generates a pause command that
is input or otherwise transmitted to the terminal 100 while the
terminal 100 and the external device 200 simultaneously
reproduce the video.

While the terminal 100 and the external device 200 simul-
taneously reproduce the video, when a pause command for
the video reproduced in the terminal 100 is generated by the
user 300 in step 501, the terminal 100 performs step 502 in
which a pause trigger signal is transmitted to the external
device 200 to request the pause command to be generated.

In step 503, the external device 200, which receives the
pause trigger signal from the terminal 100, transmits the
pause command to the terminal 100. In step 504, the terminal
100, which receives the pause command from the external
device 200, transmits the response message in response to the
pause command.

In step 505, the terminal 100 performs a pause on the video
being reproduced while not transmitting data of the video to
the external device 200.

In step 506, when the terminal 100 and the external device
200 are in the pause state, the user 300 generates the search
command and inputs or otherwise transmits the search com-
mand to the terminal 100. In step 507, the terminal 100
transmits the flush pause command to the external device 200.
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For example, the progress bar showing the progress of the
video reproduction may be displayed in the display unit of the
terminal 100 while the video is reproduced in the terminal
100, and the search command may be generated when the
user randomly moves the progress bar to a specific location.

In step 508, the terminal 100 performs the search in accor-
dance with the generation of the search command. In step
509, the external device 200, which receives the flush pause
command, deletes data buffered in the buffer 203 (e.g., all
data that has not yet been output).

In step 510, the external device 200 transmits the delete
completion message to the terminal 100 after deleting all the
data buffered in the buffer 203.

In step 511, the terminal 100, which receives the delete
completion message from the external device 200, outputs the
specific data of the video corresponding to a location
searched by the search command to the terminal display unit
103 as the pause data. At the same time as outputting the
specific data of the video corresponding to a location
searched by the search command to the terminal display unit
103 as the pause data, in step 512, the terminal 100 transmits
only the specific data to the external device 200.

In step 513, the external device 200 sequentially buffers the
specific data in the buffer 203. In step 514, the external device
200 outputs video data of the specific data buffered in the
buffer 203 to the display unit 205 of the external device 200 as
the pause data of the external device 200.

When the flush command (e.g., flush reproduction com-
mand or flush pause command) is received from the terminal
100, the external device 200 immediately deletes all buffered
data in the buffer 203 and thereafter immediately buffers the
data received from the terminal 100 in an empty buffer so that
the video which is reproduced in the terminal 100 and the
external device 200 may be simultaneously controlled with-
out a delay.

An apparatus and a method for controlling a video accord-
ing to the present invention may be implemented in a com-
puter readable code stored on a non-transient computer read-
able recording medium. The non-transient computer readable
recording medium include any type of recording medium that
can store a data readable by a computer system. Examples of
the non-transient computer readable recording medium
include Read-Only Memory (ROM), Random Access
Memory (RAM), optical disks, magnetic tapes, floppy disks,
hard disks, and non-volatile memory, and also can be imple-
mented in a carrier wave (e.g., transmission through Internet).
The non-transient computer readable recording medium may
be distributed in a network connected computer system so
that the computer readable code is stored and executed in a
distributed fashion.

According to exemplary embodiments of the present
invention, an apparatus and a method for controlling a video
are provided so that, when a video is provided to an external
device connected to a terminal through a mirroring function,
control of the video by the terminal may be performed in the
external device without a delay.

While the invention has been shown and described with
reference to certain exemplary embodiments thereof, it will
be understood by those skilled in the art that various changes
in form and details may be made therein without departing
from the spirit and scope of the invention as defined by the
appended claims and their equivalents.

What is claimed is:

1. A system for controlling a video, the system comprising:

a terminal configured to:

stop streaming of data of a video to an external device
and transmit a flush command to an external device to
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delete buffered data in a buffer of the external device
when a command for moving to a location of specific
data of the video is generated while data of the video
is streamed to the external device, and
transmit to the external device the specific data located
in relation to the command; and

an external device configured to:

buffer data of a video streamed from the terminal in a
buffer,

stop reproduction of buffered data in the buffer and
delete the buffered data in a buffer when the flush
command is received from the terminal while the
buffered data in the buffer is reproduced, and

buffer the specific data of the video received from the
terminal in the buffer to be output.

2. The system of claim 1, wherein, after the terminal is
connected to the external device, the terminal is further con-
figured to stream a video reproduced in the terminal to the
external device.

3. The system of claim 1,

wherein the external device is further configured to delete

the buffered data in the buffer and transmits a delete
completion message to the terminal, and

wherein the terminal is further configured to, when the

terminal receives the delete completion message from
the external device, transmit to the external device the
specific data of the video located in relation to the com-
mand.

4. The system of claim 1, wherein the terminal is further
configured to:

transmit a flush reproducing command to the external

device, and

stream the data of the video from the specific data to the

external device when the command is generated.

5. The system of claim 1, wherein the external device is
further configured to, when the external device receives a
flush reproducing command of the flush command from the
terminal, delete the buffered data in the buffer and buffers
data of the video, which are streamed from the terminal with
a start of the specific data, in the buffer to be output.

6. The system of claim 1, wherein the terminal is further
configured to, when the command is generated when the
terminal is in a pause state in which the data of the video is not
transmitted to the external device;

transmit a flush pause command of the flush command to

the external device, and

transmit the specific data of the video, to be output as pause

data in the external device, to the external device.

7. The system of claim 1, wherein the external device is
further configured to, when the external device receives a
flush pause command of the flush command:

delete the buffered data in the buffer,

buffer the specific data of the video received from the

terminal, and

output the specific data to the external device as pause data.

8. The system of claim 1,

wherein the buffer of the external device is a jitter buffer,

wherein data received from the terminal is buffered in the

buffer, and

wherein after a predetermined period of time, the buffered

data in the buffer is output to a display unit of the exter-
nal device.

9. A terminal comprising:

an input unit configured to receive a command for control-

ling an external device; and
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a processor configured to:

stop streaming of data of a video to the external device and
transmit a flush command to the external device to delete
buffered data in a buffer of the external device when a
command for moving to a location of specific data of the
video is generated while the terminal is connected to the
external device and data of the video is streamed to the
external device, and

transmit to the external device the specific data of the video
located in relation to the command.

10. The terminal of claim 9,

wherein the processor is further configured to transmit a
flush reproducing command to the external device when
the command is generated, and

wherein the processor is further configured to, when the
processor receives a delete completion message from the
external device, stream the data of the video from the
specific data to the external device.

11. The terminal of claim 9,

wherein the processor is further configured to, when the
command is generated in a pause state in which the data
of the video is not transmitted to the external device,
transmit a flush pause command of the flush command to
the external device, and

wherein the processor is further configured to, when the
processor receives a delete completion message from the
external device, transmit the specific data of to the exter-
nal device to be output as pause data in the external
device.

12. The terminal of claim 9, further comprising:

a communication unit configured to connect to the external
device;

areproduction unit configured to reproduce the video in the
terminal;

a video/audio rendering unit configured to render video
data corresponding to a screen of the terminal which
reproduces the video and audio data corresponding to
the video data;

avideo/audio capturing unit configured to capture the ren-
dered video data and audio data; and

asynthesis unit configured to synthesize the captured video
data and the audio data to be transmitted to the processor.

13. The terminal of claim 12, wherein the rendered video

data corresponds to screen data of the terminal which outputs
the video.
14. An external device comprising:
processor configured to:
buffer data of a video streamed from a terminal in a
buffer,

stop reproduction of buffered data in the buffer and
delete buffered data in a buffer when a flush command
isreceived from a terminal while the external device is
connected to the terminal and the buffered data in the
buffer is reproduced, and

buffer specific data of the video received from the ter-
minal in the buffer; and

a display unit configured to output the specific data of the
video buffered in the buffer to the external device.

15. The external device of claim 14,

wherein the processor is further configured to, when the
processor receives a flush reproduction command from
the terminal:

delete the buffered data in the buffer, transmits a delete
completion message to the terminal, and

buffer the data of the video which is streamed from the
specific data by the terminal in the buffer to be output to
the external device.
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16. The external device of claim 14,

wherein the processor is further configured to, when the
processor receives a flush pause command from the ter-
minal:

delete the buffered data in the buffer,

transmit a delete completion message to the terminal, and

buffer the specific data of the video transmitted from the
terminal in the buffer to be output to the external device
as pause data.

17. The external device of claim 14,

wherein the buffer is a jitter buffer,

wherein the buffer buffers data received from the terminal,
and

wherein after a predetermined period of time, the data
buffered in the buffer is output to the display unit of the
external device.

18. A method of controlling a video, the method compris-

ing:

when a command for moving to a location of specific data
of a video is generated while the data of the video are
streamed to the external device, stopping, by a terminal,
streaming of data of a video to the external device and
transmitting, by the terminal, a flush command to the
external device to delete buffered data in a buffer of the
external device; and

when receiving data of a video streamed from the terminal,
buffering, by the external device, data of the video
streamed from the terminal in a buffer, when the flush
command is received from the terminal while the buff-
ered data in the buffer is reproduced, deleting, by the
external device, the buffered data in the buffer, and when
receiving specific data of the video located in relation to
the command from the terminal, buffering, by the exter-
nal device, the specific data in the buffer to be output.

19. The method of claim 18, wherein the transmitting of the

flush command comprises:

transmitting, by the terminal, a flush reproducing com-
mand when the command is generated while the termi-
nal transmits the data of the video to the external device;
and

transmitting, by the terminal, a flush pause command when
the command is generated in a pause state in which the
data of the video is not transmitted to the external device.

20. The method of claim 18, further comprising:

when the external device receives a flush reproducing com-
mand of the flush command from the terminal, deleting,
by the external device, the buffered data in the buffer and
transmitting a delete completion message to the termi-
nal;

streaming, by the terminal, the data of the video from the
specific data to the external device when the terminal
receives the delete completion message; and

when the data of the video from the specific data is
streamed, buffering, by the external device, the video in
the buffer to be output to the external device.

21. The method of claim 18, further comprising:

when the external device receives a flush pause command
of the flush command from the terminal, deleting, by the
external device, the buffered data in the buffer and trans-
mitting a delete completion message to the terminal;

transmitting, by the terminal, the specific data of the video
to the external device when the terminal receives the
delete completion message from the external device; and

buffering, by the external device, the specific data of the
video in the buffer when the external device receives the
specific data ofthe video and outputting the specific data
to the external device as pause data.
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22. The method of claim 18, wherein the buffer of the
external device is a jitter buffer,
wherein data received from the terminal is buffered in the
buffer, and
wherein after a predetermined period of time, the data
buffered in the buffer is output to a display unit of the
external device.
23. A method of controlling a video in a terminal, the
method comprising:
connecting to an external device;
transmitting data of a video to the connected external
device in streaming;
when a command for moving to a location of specific data
of the video is generated while the data of the video is
transmitted to the external device, stopping streaming of
data of a video to the external device and transmitting a
flush command to the external device to delete buffered
data in a buffer of the external device; and
when receiving a delete completion message from the
external device, transmitting to the external device the
specific data of the video located in relation to the com-
mand.
24. The method of claim 23, wherein the transmitting of the
flush command comprises:
when the command is generated while the data of the video
is transmitted to the external device, transmitting a flush
reproduction command of the flush command to the
external device; and
when the command is generated in a pause state in which
the data of the video is not transmitted to the external
device, transmitting a flush pause command of the flush
command to the external device.
25. The method of claim 23, wherein the transmitting the
data of the video comprises:
when the terminal receives the delete completion message
from the external device after transmitting a flush repro-
duction command of the flush command is transmitted
from the terminal to the external device, transmitting the
data of the video from the specific data in streaming to
the external device.
26. The method of claim 23, wherein the transmitting the
data of the video comprises:
when the terminal receives the delete completion message
from the external device after transmitting a flush pause
command is transmitted to the external device, transmit-
ting the specific data of the video to the external device
such that the specific data is output to the external device
as pause data.
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27. A method of controlling a video in an external device,
the method comprising:

connecting to a terminal;

buffering data of a video streamed from the terminal in a

buffer;

reproducing the buffered data in a buffer; and

when the external device receives a flush command from

the terminal while the buffered data in the buffer is
reproduced, deleting buffered data in a buffer, buffering
specific data received from the terminal in the buffer, and
outputting the buffered specific data.

28. The method of claim 27, wherein the outputting of the
buffered specific data comprises:

when the external device receives a flush reproduction

command of the flush command, deleting the buffered
data in the buffer and transmitting a delete completion
message to the terminal; and

when the external device receives data of the video with a

start of the specific data in streaming from the terminal,
buffering the data of the video in the buffer and output-
ting the buffered data.

29. The method of claim 27, wherein the outputting of the
buffered specific data comprises:

when the external device receives a flush pause command

of the flush command from the terminal, deleting the
buffered data in the buffer and transmitting a delete
completion message to the terminal; and

when the external device receives data from the specific

data of the video from the terminal, buffering the specific
data of the video in the buffer and outputting the buffered
specific data.

30. The method of claim 27, wherein the buffer is a jitter
buffer,

wherein data received from the terminal is buffered in the

buffer, and

wherein after a predetermined period of time, the data

buffered in the buffer is output to a display unit of the
external device.

31. A non-transitory computer-readable storage medium
storing instructions that when executed causes at least one
processor to perform the method of claim 18.

32. A non-transitory computer-readable storage medium
storing instructions that when executed causes at least one
processor to perform the method of claim 23.

33. A non-transitory computer-readable storage medium
storing instructions that when executed causes at least one
processor to perform the method of claim 27.
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